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RangeXtender G40

Compact laser receiver for all green line lasers with 
GRX-READY technology - use of recycled material

The compact laser receiver is suitable for all green line lasers 
with GRX-Ready technology. Its fast response time enables 
immediate laser detection, minimizing delays during movement 
and ensuring precise results. The sensitivity can be adjusted in 
two levels (fine/coarse) depending on the application, while the 
VTN display clearly shows the measurement results. An 
adjustable signal tone with two volume levels ensures clear 
acoustic feedback, even in noisy or very quiet environments. The 
receiver can be easily mounted on metallic surfaces using the 
head magnet and can also be attached to measuring rods via 
the universal bracket. A circular bubble level allows precise 
alignment.

TECHNICAL DATA

Length of 
Receiver Unit 34 mm

Operating 
Range

(depends on how the technology 
affects the difference in brightness) 40 
m

Power Supply 2 x 1.5V LR03 (AAA)

Operating Time approx. 10 hours

Operating 
Conditions

0°C … 50°C, max. humidity 20 … 
85% rH, no condensation, max. 
working altitude 4000 m above sea 
level

Storage 
Conditions -10°C … 70°C, max. humidity 80% rH

Dimensions (W 
x H x D) 60 mm x 110 mm x 26 mm

Weight 138 g (incl. batteries)
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For all green line lasers with GRX-Ready technology

Quick response time: Immediate laser detection minimises 
delays during movement and thereby delivers precise results

Adjustable sensitivity in two levels (exact/approximate) 
depending on the application

Easy-to-read VTN display

Adjustable signal tone with two volume levels ensures clear 
perception in both noisy and quiet environments

Head magnet allow quick attachment to metallic surfaces
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SCOPE OF DELIVERY

https://www.laserliner.com/products/4021563747269
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