
   

UMAREX GmbH & Co. KG • Laserliner • Gut Nierhof 2 • 59757 Arnsberg • Germany • Tel. +49 2932 9004-0 • info@laserliner.com • www.laserliner.com

SensoPilot Pro

Machine laser receiver for construction machine 
control

In combination with a red rotating laser, the SensoPilot Pro is 
used for permanent height control in construction machinery 
control. Four receiver units allow the laser to be received in a 
radius of 360° and a range of 200 metres. Large, highly visible 
LEDs indicate the laser level. The unit has a waterproof and 
dustproof housing and can be easily attached to the machine 
with the strong holding magnets.

TECHNICAL DATA

Laser 
Wavelength 635 nm

Protection Class IP 54

Power Supply DC 12V / 2A

Operating Time approx. 15 hours

Operating 
Conditions

-10°C … 50°C, max. humidity 20 … 
85% rH, no condensation, max. 
working altitude 4000 m above sea 
level

Storage 
Conditions

-20°C … 70°C, max. humidity 85% 
rH

Dimensions (W 
x H x D) 85 mm x 390 mm x 170 mm

Weight 3400 g #
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Laser handheld receiver for red rotary lasers

Long laser receiver unit for rapid detection of the laser over 
large distances

Strong magnetic clamps for attaching to metal surfaces

Robust, dustproof and waterproof

Work efficiently and charge the battery at the same time
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SCOPE OF DELIVERY

https://www.laserliner.com/products/4021563658787
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